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DETACHED WALK

—

TREE LAWN (TYP) = Rk AR
55 55’
nun
55’ n TYP.
NO TREES IN TREE LAWN WITHIN oa
55 FEET OF SIGN. ANY OTHER TYP. Z3
PLANTS AND LANDSCAPING EENENRT RENG N T ]
MUST BE APPROVED BY THE ———— —7 —
PARKS AND RECREATION DIRECTOR L D o > <

OR DESIGNEE.

INTERSECTION LANDSCAPING

a

8

STOPPED APPROACH

SIGHT LINE

p———
p—
—

SIGHT DISTANCE REQUIREMENT
FOR INTERSECTIONS WITH
TRAFFIC CONTROL DEVICES

r D=10" TO DRIVER'S EYE

} MAJOR ROAD

SIGHT DISTANCE I

REQUIRED ALONG |
MAJOR ROAD

/ﬁ__—

DESIGN SPEED OF MINIMUM SIGHT DISTANCE

GRADE CORRECTION DISTANCE (FEET)

THRU ROADWAY FOR STOPPED VEHICLE SPEED UPGRADE TO FOR DOWNGRADES
(MPH) (FEET) 3% 6% 3% 6%
25 250 25 0o -10 +10  +20
30 300 30 0o -10 +10  +20
35 350 35 -10  -15 +10  +25
40 400 40 -10  -20 +10  +30
45 450 45 -15  -25 +15  +40
The Town of prawine TTLE: SIGHT DISTANCE

ERIE

COLORADO

DRAWING NUMBER: ST5H

DRAWN BY: J, ASCUNCE APPROVED BY:R. PENNINGTON DATE: 08 /2018




60" R.O.W.
22’ ROADWAY
VARIES A '| 4 1 | 1 4 | VARIES A
ARKING TRAVEL | TRAVEL  PARKING
LANE LANE
e e s s s s s sl s srsssrsrssssss B
6" 5 7’ 7 5 |67
SDE-l A A lspg-
WALK LOCAL STREET WALK

NOTE:
PRIVATE UTILITIES TO BE OUTSIDE OF THE PUBLIC RIGHT—OF—-WAY

A WIDTH DEPENDS ON VERTICAL OR ROLLOVER CURB

The Town of prawine TiTLE: L OQCAL STREETS
E R I E DRAWING NUMBER: ST 6
COLORADO DRAWN BY: J, ASCUNCE ApPrOVEDBY:G, BEHLEN DATE: 01 /2017







LANDSCAPE ROW BASED ON STREET CLASSIFICATION

BUFFER AND/OR
UTILITY EASEMENT

DEPENDING UPON VARIES VARIES
STREET
CLASSIFICATION

11" | VAR* [10’MIN

WALK / A ® 77
BIKEWAY &

WALK
DRAINAGE % DRAINAGE % BIKEW/AYQ

RURAL STREET

RURAL STREET SECTION TO BE USED UPON TOWN APPROVAL

*SHOULDER WIDTH VARIES DEPENDING

ON DESIGN VOLUME:
4’ WIDTH — UP TO 5,000 VPD
6’ WIDTH — 5,000 TO 10,000 VPD
8" WIDTH — OVER 10,000 VPD

®WALK (5’ TO 10°) AT THE DISCRETION OF THE TOWN OF ERIE.
—WALK TO MEANDER IN LANDSCAPE BUFFER WHEN STREET

CLASSIFICATION REQUIRES BUFFER.
—WALK, WHERE REQUIRED, TO BE PROVIDED IN RIGHT OF WAY

WHEN LANDSCAPE BUFFER IS NOT PROVIDED
_WALK SHOULD HAVE A 2% CROSS SLOPE TOWARD THE

DRAINAGE DITCH

% DRAINAGE DITCH TO BE ENGINEERED, CULVERTS MAY BE
REQUIRED AT CROSS STREETS AND DRIVEWAYS

@ LEFT TURN AND RIGHT TURN LANES MAY BE REQUIRED AT
INTERSECTIONS

prawine TITLE: RURAL STREET

DRAWING NUMBER: ST 8

DRAWN BY: J, ASCUNCE APPROVEDBY:J, SMITH DATE: 4/2019

The Town of

ERIE

COLORADO







| 2" MIN. | 2’ MIN

| | MILL 1—1/2"
EXIST PAVEMENT

RS
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EXISTING UNDISTURBED
SUBGRADE MATERIAL

SIS
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MILL 1-1/2" & —

PATCHBACK ADJACENT TO CURB T W

2" MIN | 17 MIN 2" MIN. [ 17 MIN 2" MIN

MILL 1-1/2”  [2ND CUT | |NTAL cUT | 2ND CUT| MILL 1-1/2"
EXISTING PAVEMENT EXISTING PAVEMENT
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NEW COMPACTED UNTREATED EXISTING UNDISTURBED
BASE COURSE OR FLOWABLE FILL SUBGRADE MATERIAL — \yi L 1-1/2" & —

REPLACE W/NEW
PAVEMENT

PATCHBACK FOR UTILITY AND SERVICE TRENCHES

NOTE:

1. IF ASPHALT PATCH THICKNESS IS NOT IDENTIFIED ON PLANS USE 6-—1/2" MIN ASPHALT
PATCH OR MATCH EXISTING, WHICH EVER THICKNESS IS GREATER.

2. MINIMUM DEPTH OF WEARING COURSE SHALL BE 1-1/2" AND SHALL BE GRADING SX ASPHALT.

3. MINIMUM DEPTH OF INTERMEDIATE COURSE SHALL BE 5” AND BE INSTALLED IN 2 LIFTS.
INTERMEDIATE COURSE SHALL BE GRADING S OR G ASPHALT.

4. PATCH SHALL BE PLACED AND COMPACTED IN LIFTS A MAXIMUM OF 3” IN DEPTH.
APPLY SS—| TACK COAT TO EXISTING ASPHALT AND/OR CONCRETE VERTICAL SURFACES.

6. TRENCHES LESS THAN 2" IN WIDTH MUST RECEIVE PRIOR APPROVAL FROM THE TOWN OF ERIE
ENGINEERING DEPARTMENT AND SHALL BE FLOW-—FILLED.

7. PROVIDE 28 DAY 60 PSI CONTROLLED LOW STRENGTH FLOWABLE FILL AS SPECIFIED. USE
FILL THAT FLOWS EASILY AND VIBRATION IS NOT REQUIRED. CURE TO INITIAL SET BEFORE
PLACING NEW UNTREATED BASE COURSE OR NEW ASPHALT PAVEMENT. USE FLOWABLE FILL
IN EXCAVATIONS THAT ARE TOO NARROW TO RECEIVE COMPACTION EQUIPMENT.

8. REMOVE ADDITIONAL PAVEMENT TO A PAINTED LANE STRIPE, A LIP OF GUTTER, A CURB,
AN EXISTING PAVEMENT PATCH, OR AN EDGE OF THE PAVEMENT IF SUCH STREET FEATURE IS
WITHIN TWO FEET OF THE SECOND SAW CUT.

9. PROVIDE UNTREATED BASE COURSE MATERIAL. DO NOT USE GRAVEL OR WASHED ROCK.
PLACE NEW MATERIAL IN LIFTS NOT EXCEEDING 8" AFTER COMPACTION. COMPACT TO
A MODIFIED PROCTOR DENSITY OF 95% OR GREATER.

10. STRAIGHT SAWCUT OR BLADECUT THE EXISTING ASPHALT PAVEMENT WHEN JOINING WITH
NEW ASPHALT PAVEMENT.

o

orawne Timee: TRENCH AND CURB PATCH

DRAWING NUMBER: ST1 O

The Town of

COLORADO

DRAWN BY: D, JENKINS APPROVEDBY:(G, BEHLEN DATE: 1/2014




2" MIN | 17 MIN LENGTH VARIES | 1" MIN | 2" MIN

EXISTING PAVEMENT

MILL 1—1/2" |2ND cut INITIAL CUT | 2ND CUT| MILL 1-1/2"
EXISTING PAVEMENT

e

7/ 7/
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NEW COMPACTED UNTREATED EXISTING UNDISTURBED
BASE COURSE OR FLOWABLE SUBGRADE MATERIAL  \iiL 1-1/2" & —
FILL AROUND STRUCTURE REPLACE W/NEW

PAVEMENT

PATCHBACK FOR STRUCTURES (MANHOLES, VALVES ETC)

| INTAL CUT. © o .
LA A
e T ST ' 94
2 MIN
MILL ALL EDGES.

< 4 - .

2.
3.

o

10.

PLAN VIEW

NOTE:
1.

IF ASPHALT PATCH THICKNESS IS NOT IDENTIFIED ON PLANS USE 6—1/2" MIN ASPHALT
PATCH OR MATCH EXISTING, WHICH EVER THICKNESS IS GREATER.

MINIMUM DEPTH OF WEARING COURSE SHALL BE 1-1/2" AND SHALL BE GRADING SX ASPHALT.

MINIMUM DEPTH OF INTERMEDIATE COURSE SHALL BE 5” AND BE INSTALLED IN 2 LIFTS.
INTERMEDIATE COURSE SHALL BE GRADING S OR G ASPHALT.

PATCH SHALL BE PLACED AND COMPACTED IN LIFTS A MAXIMUM OF 3” IN DEPTH.
APPLY SS—| TACK COAT TO EXISTING ASPHALT AND/OR CONCRETE VERTICAL SURFACES.

TRENCHES LESS THAN 2’ IN WIDTH MUST RECEIVE PRIOR APPROVAL FROM THE TOWN OF ERIE
ENGINEERING DEPARTMENT AND SHALL BE FLOW-—FILLED.

PROVIDE 28 DAY 60 PSI CONTROLLED LOW STRENGTH FLOWABLE FILL AS SPECIFIED. USE
FILL THAT FLOWS EASILY AND VIBRATION IS NOT REQUIRED. CURE TO INITIAL SET BEFORE
PLACING NEW UNTREATED BASE COURSE OR NEW ASPHALT PAVEMENT. USE FLOWABLE FILL
IN EXCAVATIONS THAT ARE TOO NARROW TO RECEIVE COMPACTION EQUIPMENT.

REMOVE ADDITIONAL PAVEMENT TO A PAINTED LANE STRIPE, A LIP OF GUTTER, A CURB,

AN EXISTING PAVEMENT PATCH, OR AN EDGE OF THE PAVEMENT IF SUCH STREET FEATURE IS
WITHIN TWO FEET OF THE SECOND SAW CUT.

PROVIDE UNTREATED BASE COURSE MATERIAL. DO NOT USE GRAVEL OR WASHED ROCK.
PLACE NEW MATERIAL IN LIFTS NOT EXCEEDING 8" AFTER COMPACTION. COMPACT TO

A MODIFIED PROCTOR DENSITY OF 95% OR GREATER.

STRAIGHT SAWCUT OR BLADECUT THE EXISTING ASPHALT PAVEMENT WHEN JOINING WITH

NEW ASPHALT PAVEMENT.

The Town of

COLORADO

orawne Trie: STRUCTURE PATCH

DRAWING NUMBER: ST1 1

DRAWN BY: D, JENKINS APPROVEDBY:(G, BEHLEN DATE: 1/2011




NEW P.C. CONCRETE PAVEMENT \ /EXISTING P.C. CONCRETE PAVEMENT
|

o - - 9 - - . .

+ =7 - ot

R é\\\g\\,\\\,\\\,\.\\"\
N L

&K

FIRM EXCAVATION LINE \ % 12"
</‘ MIN.

&
N

4 . a- A g,

+ R I Y

NOTE:

WHERE EXISTING PAVEMENT CONTAINS REINFORCING, THE REPLACEMENT SHALL BE REINFORCED AND
DOWELED AS DIRECTED BY THE ENGINEER.

PORTLAND CEMENT CONCRETE SURFACE

orawine Tiie: PORTLAND CEMENT REPLACEMENT

DRAWING NUMBER: ST1 2

DRAWN BY: D. JENKINS APPROVEDBY:G, BEHLEN DATE: 01/2011

The Town of




)— FLOWLINE

The Town of

DRAWING TITLE: 9 O° T U R N
LOCAL ACCESS STREETS

DRAWING NUMBER: ST1 3

DRAWNBY: J, ASCUNCE AarProveDpBY:J, SMITH

pATE: 06,/2019




R.OW. (3)
[_ —CURB FACE

. __ _

R15 L
GUTTER LINE

I
‘<— PROPERTY LINE

TYPE 1

R.OW. (3)
CURB FACE
R

—GUTTER LINE

———— PROPERTY LINE

IYPE 2

NOTES:

(1) WIDTH OF TYPE 1 & 2 CUL—DE—SACS TO CONFORM TO APPLICABLE
TYPICAL STREET CROSS SECTIONS.

(2) SEE SECTION 526.00 CUL—DE—SACS FOR LENGTH (L) REQUIREMENTS.

(3) R.O.W. LINES ARE TO BE PARALLEL TO AND OFFSET FROM THE CURB FACE
AND THE DISTANCE SHALL MATCH THE STREET SECTION DETAIL.

(4) R = 35" IN RESIDENTIAL AREAS AND R = 45’ IN COMMERCIAL/INDUSTRIAL

AREAS.

The Town of orawing TiLe: CUL—DE—-SACS

E RI E prRAWING NUMBER: ST 1 4

COLORADO DRAWNBY: D, JENKINS ApProvEDBY:G, BEHLEN DATE: 01/2011




CONNECT ENDS TOGETHER WITH
10—24 x 1/2" PANHEAD SCREWS
WITH 2 WASHERS AND NYLON
LOCK NUTS (TYP 4 PLACES)

1-3/4”" SQUARE INSERT—
USE WHEN SIGNS ARE
TO BE ADDED TO AN
EXISTING POST

STANDARD ORIENTATION:

NORTH—SOUTH STREETS ON TOP
EAST—-WEST STREETS ON BOTTOM

ATTACH SIGNS WITH 5/16” x 2—1/2"
BOLTS AND NUTS (TYP 4 PLACES).
TO REDUCE THE LIKELIHOOD

OF SIGNS BEING STOLEN

\6" INSERT INTO MAIN POST SECURED
WITH THRU BOLT AND NUT (1 PLACE)

2” SQUARE MAIN POST (NO EXTENSION
REQUIRED IF POST IS BEING INSTALLED)

——7'—0" GROUND CLEARANCE
FROM BOTTOM SIGN ON POST

The Town of orawine ree: GROUND MOUNT STREET NAME
ERIE SIGN INSTALLATION
COLORADO

prAwING NUMBER: ST15A

DRAWNBY: J, ASCUNCE APPROVED BY:R, PENNINGTON DATE: 09 /2017




9” STREET SIGN WITH TOWN OF ERIE LOGO

4 o N\
” | ”
6 o !!gz o 4
N CT) J
3/8” HOLE FOR MOUNTING (TYP)
6" STREET SIGN WITHOUT TOWN OF ERIE LOGO
e ° 2
” | ”
4 o ) 3
. ° J
RECOMMENDED MINIMUM
SIGN BLANK SUFFIX
INTERSECTION TYPE SIZE MOUNTING LETTER HEIGHT | (s1, AVE, CT ETC)
(30” MINIMUM INITIAL INITIAL
ON ALL upper | LOWER | ppgr | LOWER
LENGTHS) CAsE | CASE | Tcase | CASE
12 9 6 45
ARTER'ALﬁﬁﬁT L%'SQAL HGHTS OVERHEAD | INCHES | INCHES | INCHES | INCHES
MULTI

8 6 45
OTHERS DIRECTED BV FABLIC INCHES | INCHES | INCHES | INCHES
WORKS DEPT WITH LOGO AS NEEDED | MOUNTED

LANE ARTERIALS AND ALL 10" X POST 35

ARTERIALS & COLLECTORS AND 9" X POST 6 45 4 3
bU Eﬁjlé %TCI)-IFEIESS gElFFgEC{vI-f?H BEooo AS NEEDED | MOUNTED |[INCHES | INCHES | INCHES | INCHES
9” X POST 6 4.5 4 3
LOCAL/NO LOGO AS NEEDED MOUNTED INCHES | INCHES | INCHES | INCHES
6" X POST 4 3 3 2.25
*LOCAL/NO LOGO AS NEEDED | MOUNTED |INCHES | INCHES | INCHES | INCHES

*

ON LOCAL TWO—LANE STREETS WITH SPEED LIMITS OF 25 MPH OR LESS, 4 INCH INITIAL
UPPER—-CASE LETTERS WITH 3 INCH LOWER CASE LETTERS MAY BE USED

NO BORDERS EXCEPT ON OVERHEAD LIGHTED STREET SIGNS AT SIGNALIZED INTERSECTIONS

WHEN LOGO IS DISPLAYED, THE HEIGHT AND WIDTH OF THE LOGO SHALL NOT EXCEED THE
UPPER CASE LETTER HEIGHT OF THE PRINCIPAL LEGEND OF THE SIGN AND LOCATED
LEFT OF THE STREET NAME

NOTES:

HMun e

SIGN BLANKS SHALL BE 6061 OR 5052—H38 ALUMINUM ALLOY MIN .080" THICK.
FACING SHALL BE GREEN HI-INTENSITY RETROREFLECTIVE SHEETING.

LETTERS AND NUMBERS SHALL BE WHITE RETROREFLECTIVE SHEETING.

TOWN OF ERIE COLOR LOGO IS TO BE USED FOR COLLECTOR AND ARTERIAL

STREET BLADES ONLY.

5. 30" MIN. LENGTH ON ALL STREET SIGNS, SINGLE FACE FOR BACK TO BACK INSTALLATION
AND 1/4" HOLES FOR PINNING ENDS OF SIGNS TOGETHER.

6. TH

E SIZING OF ALL SIGNS AT AN INTERSECTION SHALL BE UNIFORM AND BE DETERMINED

BY THE HIGHEST CLASSIFICATION ROAD AT AN INTERSECTION.

The Town of

COLORADO

orawine TTLE: ROAD AND STREET NAME SIGNS
prawing NumBer: ST 1 5B

DRAWN BY: J. ASCUNCE APPROVED BY:R. PENNINGTON  DATE: (6 /2018




e —

PRIVATE 2" LETTERS

STREET

NO TOWN 15" LETTERS
MAINTENANCE

NOTES:

1. SIGN BLANKS SHALL BE 6061 OR 5052—H38 ALUMINUM ALLOY MIN .080" THICK.
2. FACING SHALL BE WHITE RETRO REFLECTIVE.

3. LETTERS SHALL BE BLACK.

prawine TiTLE: PRIVATE STREET SIGN
prawing Nuveer: ST15C
DRAWN BY: D, JENKINS ArPrRoOVEDBY:G, BEHLEN BE¥E: 01/2011

The Town of

ERIE 2

COLORADO




_/

SUBBASE MATERIAL

SELECT MATERIAL OR
STABILIZED SUBGRADE
MATERIAL

6" CONCRETE COLLAR (TYP)

22

’,m ;4

/—TOPSOIL

/— PAVEMENT
7 <\f

Q(//\

CLEAN GRAVEL

(MIN.

4" RIGID PERFORATED PIPE
W/FILTER FABRIC SOCK
(PLACE PERFORATIONS DOWN)

g / BN
o é'-..\'..-_ A-"'\'-'--'-A."ﬁ'
o0 R
LN Yy //& \\7// =
s Tz
L N ~|=
%‘}/O'Pg
1/2” DIAMETER) | f o
1’ MIN|
4" PERFORATED UNDERDRAIN DETAIL
B CLEANOUT SPACING SHALL BE ON THE
T PROPERTY LINE AND SHALL NOT BE
MORE THAN 400 FEET APART
- % 400’ -

A

S

RIGID PERFORATED PIPE

|
|
‘ {=—————NON—PERFORATED
|
|

CLEANOUT RISER (TYP)

45° SWEEP (TYP)

I 1

NOTES
CURB STOP TO BE A MIN

ooAUN =

OF 1’ BEHIND TRENCH.

PERFORATED DRAIN NEEDS TO DAYLIGHT INTO DRAINAGE SYSTEM.
PROVIDE PLUG ON UPSTREAM END OF PIPE.

PERFORATED PIPE SHALL FOLLOW ESTABLISHED GRADE AND HAVE POSITIVE FLOW.
THE NEED FOR UNDERDRAINS WILL BE DETERMINED BY SOILS TESTING.
WHERE THE BOTTOM OF SELECT MATERIAL IS GREATER THAN 4’ BELOW PAVEMENT, THE UNDERDRAIN PIPE IS TO BE

COINCIDENT WITH THE BOTTOM OF SELECT MATERIAL AND THE TRENCH DEPTH AND BACKFILL QUANTITY INCREASED ACCORDINGLY.
7. PLACE A VALVE BOX TOP WITH LID AND 6” THICK CONCRETE COLLAR AT ALL 4" PERFORATED UNDERDRAIN CLEANOUTS.
8. WHEN CURB & GUTTER IS IN PLACE THE CLEANOUTS SHALL BE MARKED ON THE CONCRETE CURB FACE WITH A "+”.

The Town of

ERIL

COLORADO

DRAWING NUMBER: ST1 6

orawne Tmie: 47 PERFORATED UNDERDRAIN

DRAWN BY: D, JENKINS APPROVEDBY:(G, BEHLEN DATE: 1/2015




IRRIGATED
RAISED MEDIAN

WIDTH = W MINUS 1°-0”
1/2”/FT

CLEAN GRAVEL (TYP)
(MIN. 1/2” DIAMETER) 1" MIN
2" TYP

4" RIGID PERFORATED

E’FI)EC\EV/;IELFIESRXQEEISC gg\gﬁ) 4" PERFORATED UNDERDRAIN
WITH SUBSURFACE MATERIAL

L
T

ELEVATION OF BOTTOM 0¥

OF SAND OR ROCK TO X .

CONFORM_TO BOTTOM OF/"|i, SN - . hSALA—Er;EFﬁE (TYP.)

CURB~ ELEVATION h’ ~ FILTER FABRIC ﬁ} :
1" MIN OVERLAP —-

CL

————NON—PERFORATED

6" CONCRETE COLLAR (TYP) CLEANOUT RISER (TYP)

45" SWEEP (TYP)

RIGID PERFORATED PIPE

NOTES

1. PERFORATED DRAIN NEEDS TO DAYLIGHT INTO DRAINAGE SYSTEM.

2. CLEANOUTS SHALL BE SPACED A MAXIMUM OF 400’.

3. PERFORATED PIPE SHALL FOLLOW ESTABLISHED GRADE AND HAVE POSITIVE FLOW.

4. PLACE A VALVE BOX TOP WITH LID AND 6" THICK CONCRETE COLLAR AT ALL 4" PERFORATED UNDERDRAIN CLEANOUTS.

5. WHEN CURB & GUTTER IS IN PLACE THE CLEANOUTS SHALL BE MARKED ON THE CONCRETE CURB FACE WITH A "+”.

”
The Town of prawing TiTLE: 4 PERFORATED MEDIAN
ERIE UNDERDRAIN FOR CENTER PLANTING
COLORADO prawiNG NumBer: ST17A
DRAWN BY: D, JENKINS APPROVEDBY:G, BEHLEN DATE: 1/2015




W

ELEVATION OF BOTTOM
OF SAND OR ROCK TO

CONFORM TO BOTTOM OF,
CURB ELEVATION

CLEAN GRAVEL
(MIN. 1/2” DIAMETER)

6" CONCRETE COLLAR (TYP)

NOTES

aRUN=

IRRIGATED RAISED

MEDIAN

WIDTH

= W MINUS 1'-0"

1/2"/FT

1 4

SUBBASE

FILTER FABRIC MATERIAL (TYP.)

1" MIN OVERLAP
(TYP)

4” RIGID PERFORATED J 1" MIN

1—2" TYP

PIPE W/FILTER FABRIC SOCK
(PLACE PERFORATIONS DOWN)

4" PERFORATED UNDERDRAIN
WITH SUBSURFACE MATERIAL

CL

RIGID PERFORATED PIPE

————NON—PERFORATED
CLEANOUT RISER (TYP)

45" SWEEP (TYP)

PERFORATED DRAIN NEEDS TO DAYLIGHT INTO DRAINAGE SYSTEM.
CLEANOUTS SHALL BE SPACED A MAXIMUM OF 400’.
PERFORATED PIPE SHALL FOLLOW ESTABLISHED GRADE AND HAVE POSITIVE FLOW.

PLACE A VALVE BOX TOP WITH LID AND 6" THICK CONCRETE COLLAR AT ALL 4" PERFORATED UNDERDRAIN CLEANOUTS.
WHEN CURB & GUTTER IS IN PLACE THE CLEANOUTS SHALL BE MARKED ON THE CONCRETE CURB FACE WITH A "+".

The Town of

ERIE

COLORADO

29
DRAWING TITLE: 4

DRAWN BY: D. JENK

PERFORATED MEDIAN

UNDERDRAIN FOR EDGE PLANTING
prawiNG NumBer: ST17B

INS ArproveDBY:G, BEHLEN DATE: 1 /2015




/—EROSION CONTROL PAD

FASTENING BAND -/DELINEATOR POST
2'

OUTLET F’IPE%

GALVANIZED 12 GAGE/
MIN, WIRE MESH,
1/2” x 1/2” OPENINGS,
OVER PIPE END

ANIMAL GUARD

9” GROUTED RIPRAP OR
6” CONCRETE PRECAST OR
| . | o CLASS B CONCRETE
| 1'—6 | 6 CAST—IN—PLACE
OR OTHER APPROVED TREATMENTS

PROFILE

OUTLET PIPE
END TREATMENT

The Town of orawing TiTte: JNDERDRAIN OUTLET TREATMENT
E RI E DRAWING NUMBER: ST 1 8
COLORADO DRAWNBY: D, JENKINS APPROVEDBY:G, BEHLEN DATE: 01 /2011




R.0.W. WIDTH

CURB
GUTTER

STORM SEWER LINE LOCATED ON ROADWAY ¢

NOTE:

-

L]

SANITARY SEWER LOCATED 10 FEET
SOUTH & EAST OF ROADWAY ¢

ROADWAY |

ROADWAY ¢

CURB
! GUTTER

P277777777777773 ]
O

N

WATER LINE LOCATED 10 FEET
NORTH & WEST OF ROADWAY ¢

7

TYPICAL UTILITY LOCATIONS ON NORMAL ROADWAY

VERTICAL DEPTH LOCATION OF UTILITIES VARIES (REFER TO LATEST TOWN OF ERIE STANDARDS AND

SPECIFICATION FOR ALLOWABLE DEPTHS).

2. HORIZONTAL DIMENSIONS BASED ON ¢ TO ¢ OF VARIOUS PIPE UTILITY

3. UTILITY SEPERATION ALONG ¢ ROADWAY RADIAL ARC REVIEWED ON AN INDIVIDUAL PROJECT BASIS
(MUST MAINTAIN 10 FEET HORIZONTAL SEPERATION)

The Town of

ERIE

COLORADO

orawne Tie: TYP|CAL STREET UTILITY LOCATION

prRAWING NUMBER: ST19

prawnBY: D, JENKINS ApprovepBY:G, BEHLEN DATE: 01 /2011
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